SQUARE RIDGE CAPPING FIXED
WITH METROTILE NAILS 3 TIMES
BOTH SIDES

LEAD FLASHING DRESSED OVER
SHEETING AND OVER BATTEN
SUPPORTING METRQTILE CAPPING

ASBESTOS CEMENT
ROOF SHEET %

STEEL PURLIN

GLASS FIBRE
FIRE STOP

DETAIL OF METROTILE

ABUTTING ASBESTOS SHEETS

METROTILE BARGE COVER WITH VERTICAL
LEG CUT TO SUIT AND FIXED WITH
METROTILE NAILS 4 TIMES IN SIDE AND 3
TIMES IN TOP SURFACE

FINISHING KIT APPLIED TO

NAILS FIXED VERTICALLY 12‘0 ‘
£ L | |

ASBESTOS CEMENT OR c

STEEL ROOFING SHEET gr k

STEEL PURLIN ———

DETAIL OF METROTILE

50 x 25mm BATTEN

25 x 50mm TILE BATTEN FOR
RAFTERS AT 600mm CENTRES

COUNTER BATTEN

BREATHABLE MEMBRANE

RAFTER
PARTY WALL

50 x 25mm TILE BATTENS

METROTILES

COUNTER BATTEN

BREATHABLE MEMBRANE

50mm WIDE x 50mm MIN THICKNESS OF
RAFTER AT 600mm CENTRES MAX. FIXED

TO STEEL PURLINS. THICKNESS OF RAFTER
TO SUIT HEIGHT OF CORRUGATIONS.

PARTY WALL

ABUTTING ASBESTOS OR STEEL SHEETING
A CONTENT DRAWING SCALE
Mctiotile ABUTMENT TO OTHER 1:10
- - . ROOF COVERINGS: DRAWING NUMBER
Lightweight Steel Roofing ASBESTOS AND M—-017
Metrotile UK Ltd., METAL SHEETING DATE
Unit 3, Sheldon Business Park, Sheldon Corner,
Chippenham, Wiltshire SN14 ORQ. OCTOBER 2015
Tel: +44(0) 1249 658514 Fax: +44(0) 1249 658453 REVISION
Email: sales@metrotile.co.uk. www.metrotile.co.uk.




